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KIT DRAINAGE

TORNADO DRAINAGE KIT backpressure MAX 15 BAR

Model A mm B mm C mm Kg.

ADAPTER FOR QUICK COUPLING for 350 / / / /

ADAPTER FOR QUICK COUPLING for 450 / / / /

ADAPTER FOR QUICK COUPLING for 600 / / / /

FIXED COUPLING MACHINE for 350 / / / /

FIXED COUPLING MACHINE for 450 / / / /

FIXED COUPLING MACHINE for 600 / / / /

BOLTED PLATE MACHINE COUPLING for 350 350 280 10 13

BOLTED PLATE MACHINE COUPLING for 450 380 350 12 17

BOLTED PLATE MACHINE COUPLING for 600 470 280 15 16.5

TORNADO 2
Tornado 2

350
Tornado 2

450
Tornado 2

600
Tornado 2

600 PLUS

TONS 1.5 - 4.0 4.0 - 9.0 9.0 - 13.0 13.0 - 18.0

A (mm) 830 970 1230 1230

B (Ømm) 350 450 600 600

C (mm) 430 540 710 710

D (mm) 610 610 730 730

E (mm) 350 350 350 350

Motor (CC)
Öldurchsatz 

(L/Min)
U/min (RPM)

12

18

25

28

32

16

24

32

36

42

1330

1330

1280

1280

1315

25

28

32

32

36

42

1280

1280

1315

45

50

63

56

64

80

1290

1300

1300

80 110 1375

Gewicht ohne Kupplung (Kg) 116 170 278 278

Anzahl der Zähne 16 20 28 28

Druck (BAR) 250 250 250 250

Max. Gegendruck (BAR) 15 15 15 15

Die angegebenen Daten sind als Richtwerte zu betrachten und mit der Tragfähigkeit der Trägermaschine, auf der das Gerät verwendet wird, zu vergleichen
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